
Approved malleable iron

concrete insert, cast 

the with slab, capable 

of carrying at least

1000 lbs.

Hanger Adjuster with

Swivel  Eye Socket.
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* Bottom of bottom flange

of nearest stringer.

8’’   Std. Weight Cast

Iron Scupper Downspout.
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rod.
Modified Riser Clamp
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8’’   pipe.
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washers and nut holding 

eye socket.
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4/18/83

11-29-85
BR-SS(0.07)-83-145

Notes:

All  exposed material, except cast iron1. 

2. 

* Provided it does not interfere

with minimum underclearance

over roadway and/or shoulder.
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SCUPPER DOWNSPOUT SUPPORT BRACKET

FOR SHORT CAST IRON SCUPPER DOWNSPOUT

Exposed portions of cast iron scupper 

downspout to be coated with coal tar

epoxy conforming to Specification

SSPC-16.

DATE:

STATE HIGHWAY ADMINISTRATION

DEPARTMENT OF TRANSPORTATION

STATE OF MARYLAND

STANDARD NO. SHEET OF

SHA FHWA

REVISIONS

APPROVAL

FHWA APPROVAL

DATE:

**

5-12-93
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in conformance with Section 465.

scupper downspout to be epoxy coated  

9-24-96

DIRECTOR

The downspout may be 

fiberglass. Color shall  match

finished bridge paint color. No

additional  compensation will

be allowed for whichever option

is chosen.
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